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The salient form within the KYMETA 
logo is the cross-bar; it accentuates the 
innovative flat panel design of our core 
technology. Kymeta is a trademark of 
Kymeta Corporation. Always use the 
provided logo. 

If you are not already a Kymeta Partner,  
contact Marketing at  
marketing@kymetacorp.com  to get 
these logos.

These logos are available on the 
Kymeta Access portal.

     

KYMETA LOGO



When using the Kymeta logo, 
make sure there is space around 
it. Use the letter height as a unit 
of measure, then allow for at 
least 100% of that to suffice as a 
spacing standard.

     

KYMETA LOGO SPACING



COLORS: KYMETA

The Kymeta logo uses PMS 541C and 
PMS 542C for printed documents. 
Other color space equivalents are 
noted here.

CMYK C100, M75, Y33, K22
RGB R0, G62, B116
HEX #003e70

CMYK C61, M27, Y8, K0
RGB R99, G158, B200
HEX #639ec8

The full color logo is preferred, but there 
are white/reversed and grayscale options 
available as well.

FULL COLOR LOGO REVERSED LOGO GRAYSCALE LOGO

The logo may be used on a black or dark blue 
background. All type reverts to white but 
cross bar element remains PMS 542. When 
printing in CMYK, use a cold black (CMYK 
build: C100, M25, Y20, K100).

When printing the KYMETA with only black 
ink, the cross bar element must be 50% 
black. 

     


